(E) JB FROM UPPER FLOOR SMOKE DETECTORS
’7 — (E) CONDUIT UP TO UPPER FLOOR LOBBY SMOKE DETECTORS

FOR PANI
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|~ () 1/2° CONDUIT AT CELNG LEVEL TO (8) 8. 4-16.

-3 IONIZATION DETECTOR.

//' %m"-«— ON a:mwm OPENING.

SEE DETAIL 4 FOR
COMPLETE LAYOUT

REPLACE EXISTING DETECTOR WITH (N)
T PYROTRONICS MODEL DI-3

REFER TO DETAIL 5 FOR WIRING DETAILS

\(al/z'emm'romm 4—f8.

\cat/z'mmrrm.wutz-ﬂs

5 (N) RELAY BOX. SEE 4BSOBE244 DETAL 2,384
U (N) 3/4" CONOUT.  4—16
/_(N)a/r CONDUIT.  4-§16
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| |—— (E) 1/2" CONDUIT DOWN. 8-#16.
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(N) 1" CONDUIT FROM (N)
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/3
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) %}”WITATM
p- SMOKE DETECTOR TO JB.
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SEE DETAL 1 FOR SPECIFIC LAYOUT

NOTES

1. REPLACE EXISTING HIGH VOLTGE DETECTORS AND
BASES WITH (N) PYROTRONICS MODEL D—3.

2. GI.IE DLDEEDEANDNHNWWLHI.

3. INSTALL (N) 1/2" EMT FROM_ BASEMENT DETECTOR
TO (E) JB AND INSTALL A 1° EMT FROM (E) J8
NEXT TO ELEVATOR TO FAP O1. RUN CONDUIT AT

LEVEL.

4. INSTALL
MARCHI
RELAY BOX.

. MOUNT RELAY BOX ABOVE CONTROLLER AS SHOWN
ON 4B50BE244

4-11 JB AND EHR /4™ CONDUIT IN
TO NEW yn::cmnn

6. ALL WIRING SHALL COMPLY WITH SPECIFICATION
SECTION 16721.
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